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Abstract 

Rolling element bearings are widely used in rotating machinery. Bearing health condition 

monitoring plays a vital role in predictive maintenance to recognize bearing faults at an early 

stage to prevent machinery performance degradation, improve operation quality, and reduce 

maintenance costs. Although many signal processing techniques have been proposed in 

literature for bearing fault diagnosis, reliable bearing fault detection remains challenging. 

This study aims to develop an online condition monitoring system and a signal processing 

technique for bearing fault detection. Firstly, a Zigbee-based smart sensor data acquisition 

system is developed for wireless vibration signal collection. An enhanced Teager-Huang 

transform (eTHT) technique is proposed for bearing fault detection. The eTHT takes the 

several processing steps: Firstly, a generalized Teager-Kaiser spectrum analysis method is 

suggested to recognize the most representative intrinsic mode functions as a reference. 

Secondly, a characteristic relation function is constructed by using cross-correlation. Thirdly, 

a denoising filter is adopted to improve the signal-to-noise-ratio. Finally, the average 

generalized Teager-Kaiser spectrum analysis is undertaken to identify the bearing 

characteristic signatures for bearing fault detection. The effectiveness of the proposed eTHT 

technique is examined by experimental tests corresponding to different bearing conditions. Its 

robustness in bearing fault detection is examined by the use of the data sets from a different 

experimental setup. 

 

 

 

 

 

 



- 3 - 

 

Acknowledgements 

I have taken efforts in this thesis. However, it would not been possible without the kind 

support and help of many individuals. 

First and foremost, I am indebted to Dr. Wilson Wang for his guidance, patience, and 

encouragement. I am heartily thankful for his genuine efforts to explore possible funding 

routes for the continuation of my research studies.  

I would like to express my gratitude towards Dr. Xiaoping Liu, Dr. Sultan Siddiqui and 

Dr. Murari Roy for attending my thesis committee and providing helpful suggestions. 

I would like to express my gratitude toward my parents, and my grandparents for their 

encouragement and constant support. 

My thanks and appreciations also go to my colleagues Manzar, Toky , Hiren, and Jital for 

their support and advice in project development. 

I also want to thank my friends: Hongli, Peter, Yichao, Youzuo, Haining, Amy and Yao 

for their generous support. 

 
 
 
 
 
 
 
 
 
 
 
 
 



- 4 - 

Table of Content 

ABSTRACT ........................................................................................................................ 2 

ACKNOWLEDGEMENTS ................................................................................................ 3 

TABLE OF CONTENT....................................................................................................... 4 

TABLE OF FIGURES ........................................................................................................ 7 

TABLE OF TABLES........................................................................................................... 9 

CHAPTER 1 INTRODUCTION ...................................................................................... 10 

1.1 OVERVIEW .................................................................................................................. 10 

1.2 CONDITION MONITORING ............................................................................................ 10 

1.3 THE DATA ACQUISITION SYSTEM ................................................................................. 12 

1.4 BEARING FAULTS AND THE CHARACTERISTIC FREQUENCIES ......................................... 14 

1.5 TIME-DOMAIN ANALYSIS ............................................................................................ 17 

1.6 FREQUENCY-DOMAIN ANALYSIS .................................................................................. 18 

1.7 TIME-FREQUENCY-DOMAIN ANALYSIS........................................................................ 19 

1.8 OBJECTIVE AND STRATEGIES ....................................................................................... 21 

1.9 THESIS OUTLINE ......................................................................................................... 21 

CHAPTER 2 DEVELOPMENT OF WIRELESS DAQ SYSTEMS ............................... 23 

2.1 ZIGBEE-BASED WIRELESS DAQ SYSTEM ..................................................................... 23 

2.1.1 A Smart Sensor Node.................................................................................................................. 23 

1) Analog-to-Digital Converter (ADC)...................................................................... 23 

2) Memory Extension................................................................................................ 24 

3) Radio Frequency Communication ......................................................................... 25 

4) Serial-Peripheral-Interface (SPI) Protocol ............................................................. 25 

5) Sleep Modes ......................................................................................................... 26 

2.1.2 The Receiver System .................................................................................................................. 27 

1) Handshake Protocol .............................................................................................. 27 



- 5 - 

2.1.3 The Related Development Project: ......................................................................................... 28 

1) Data Pre-Processing.............................................................................................. 28 

2) Data Collection..................................................................................................... 29 

3) Data Storage ......................................................................................................... 30 

4) Auto Data Acquisition........................................................................................... 31 

5) User Interface ....................................................................................................... 32 

2.2A WI-FI DAQ SYSTEM................................................................................................. 33 

2.2.1 A Wi-Fi Smart Sensor Node ..................................................................................................... 34 

2.2.2 ESP32-S2 Microcontroller ........................................................................................................ 34 

2.2.3 The 24-Bit ADC Chip ................................................................................................................. 36 

1) Asynchronous Interrupt Mode............................................................................... 36 

2) Synchronous Master Mode.................................................................................... 37 

3) Synchronous Slave Mode...................................................................................... 37 

CHAPTER 3 SIGNAL DENOISING FILTERING ......................................................... 39 

3.1 AUTOREGRESSIVE FILTERING....................................................................................... 39 

3.2 MED FILTERING ......................................................................................................... 41 

3.3 OMED FILTERING....................................................................................................... 45 

3.4 MOMED FILTERING ................................................................................................... 48 

3.5 MCKD FILTERING ...................................................................................................... 50 

3.6 COMPREHENSIVE COMPARISON ................................................................................... 51 

CHAPTER 4 THE ENHANCED TEAGER-HUANG TRANSFORM TECHNIQUE 

FOR BEARING FAULT DETECTION ........................................................................... 53 

4.1 THE HILBERT HUANG TRANSFORM .............................................................................. 54 

4.2 REFERENCE IMF SELECTION ....................................................................................... 55 

4.3 CROSS-CORRELATION ANALYSIS ................................................................................. 57 

4.4 CHARACTERISTIC RELATION FUNCTION (CRF)............................................................. 58 

4.5 AVERAGE GENERALIZED TEAGER-KAISER SPECTRUM ANALYSIS .................................. 59 

4.5.1 The Generalized Teager-Kaiser Processing.......................................................................... 60 

4.5.2 The Windowing Function .......................................................................................................... 61 



- 6 - 

4.5.3 Spectrum Averaging .................................................................................................................... 62 

CHAPTER 5 PERFORMANCE VERIFICATION......................................................... 65 

5.1 EXPERIMENTAL SETUP ................................................................................................ 65 

5.2 PERFORMANCE EVALUATION ....................................................................................... 66 

1) Healthy Bearing Monitoring ................................................................................. 67 

2) Outer-Race Bearing Fault Detection...................................................................... 68 

3) Inner-Race Fault Detection ................................................................................... 69 

5.3 PERFORMANCE EVALUATION USING DATA SETS COLLECTED USING SMART DAQ SYSTEM

........................................................................................................................................ 70 

1) Healthy Bearing Condition Monitoring ................................................................. 70 

2) Outer-Race Fault Detection................................................................................... 71 

3) Inner-Race Fault Detection ................................................................................... 72 

5.4 ROBUSTNESS TESTING................................................................................................. 73 

1) Healthy Bearing Condition Monitoring ................................................................. 75 

2) Outer-Race Fault Detection................................................................................... 75 

3) Inner-Race Fault Detection ................................................................................... 77 

4) Rolling Element Fault Detection ........................................................................... 79 

CHAPTER 6  CONCLUSIONS AND FUTURE WORK .............................................. 82 

6.1 CONCLUSIONS............................................................................................................. 82 

6.2 FUTURE WORK ........................................................................................................... 83 

REFERENCES.................................................................................................................. 84 

 
 
 
 
 
 



- 7 - 

Table of Figures 

Figure 1.1. The principle of CM which indicates the deterioration of the equipment….…...11 

Figure 1.2: A flowchart of a machinery CM system………………………….….…………..11 

Figure 1.3: A block diagram of a classical integrated smart sensor system……………..…...12 

Figure 1.4: A rolling element bearing structure……………………………..………………..15 

Figure 1.5: The geometry of a ball bearing…………………………………………....….….16 

Figure 2.1: Block diagram of Zigbee-based wireless smart sensor DAQ system……………23 

Figure 2.2: Storing 10-bit data in 8-bit memory locations.…..………………………………24 

Figure 2.3: Wireless packet structures for CC1101 data transmitting………………….…….25 

Figure 2.4: SPI connection scheme for Atmega328P………………………….…….……….26 

Figure 2.5: Receiver block diagram. …………….………………………….……………….27 

Figure 2.6: Handshake protocol. …………….…………………………….……..………….28 

Figure 2.7: Six stages of hex to decimal data transforming for data pre-processing.…….….29 

Figure 2.8: System diagram of the data collection ………………………..…….…..……….30 

Figure 2.9: System diagram of data storage ………………………..…….……..…….…….31 

Figure 2.10: Auto data acquisition cycle………………….……………….……………...….32 

Figure 2.11: Auto data collection in text format over 32 hours………………..…….……….32 

Figure 2.12: An user interface for Zigbee-based DAQ system…………...………………….33 

Figure 2.13: Wi-Fi smart sensor node block diagram………………………………….…….34 

Figure 2.14: Wi-Fi smart sensor node with ESP32-S2…………………….………………..35 

Figure 2.15: Asynchronous interrupt mode connection……………….………….………...37 

Figure 2.16: Synchronous master mode connection……………………………….……….37 

Figure 2.17: Synchronous slave mode connection………………………………….……….38 

Figure 3.1: Illustration of AR filtering……………………………………………………….40 

Figure 3.2: Comparison of the processing results using the AR denoising filter corresponding 

to different noise levels………………………………………………………………..……..41 

Figure 3.3: Illustration of MED filtering………………………………………….………….42 

Figure 3.4: Comparison of the MED-filtered signal with different filter length…………..…44 



- 8 - 

Figure 3.5: Comparison of the OMED-filtered signal with different filter length……..…….48 

Figure 3.6: Comparison of filtered results corresponding to different filters………………..52 

Figure 4.1: Procedures of the proposed eTHT technique...…………………………………..54 

Figure 4.2: The first 6 IMFs of a vibration signal from a ball bearing with an outer race 

fault………………………………………………………………………………………...…56 

Figure 4.3: The first 6 spectrum maps of a outer race fault bearing signal’s first 6IMF ….…57 

Figure 4.4: The cross-correlation values of the first 10 IMFs for a faulty bearing signal...…58 

Figure 4.5: Illustration of characteristic relation function construction………………….….59 

Figure 4.6: Comparison of spectral maps using a window function……………………...….62 

Figure 4.7: Illustration of spectrum averaging with a 50 percent overlap in the time signal...63 

Figure 4.8: Comparison of the spectrum average (red line) and the original spectral map (blue 

line)…………………………………………………………………………………………...64 

Figure 5.1: Experimental setup ………….……………………………………………..……66 

Figure 5.2: Comparison of processing results of a healthy in healthy conditon…...………..68 

Figure 5.3: Comparison of processing results of a bearing with outer-race fault………...….69 

Figure 5.4: Comparison of processing results of a bearing with inner-race fault ………..….70 

Figure 5.5: Comparison of processing results of a bearing in healthy condition…………….71 

Figure 5.6: Comparison of processing results of a bearing with outer-race fault……………72 

Figure 5.7: Comparison of processing results of a bearing with inner-race fault……………73 

Figure 5.8: CWRU Bearing fault diagnosis experiment setup……………………….………74 

Figure 5.9: Processing results using the related techniques for a healthy bearing under 

medium load conditions……………….…………………………… ……………………….75 

Figure 5.10: Processing results using the related techniques for a bearing with an outer race 

fault under no load conditions………………………………………………………………..76 

Figure 5.11: Processing results using the related techniques for a bearing with an outer race 

fault under medium load conditions………………………………………………………….76 

Figure 5.12: Processing results using the related techniques for a bearing with an outer race 

fault under heavy load conditions.………………………………………………………….77 

Figure 5.13: Processing results using the related techniques for a bearing with an inner race 

fault under no load conditions…………………………………………………..……………78 



- 9 - 

Figure 5.14: Processing results using the related techniques for a bearing with an inner race 

fault under medium load conditions……………………………………………………...…..78 

Figure 5.15: Processing results using the related techniques for a bearing with an inner race 

fault under heavy load conditions……………………………………………………………79 

Figure 5.16: Processing results using the related techniques for a bearing with a ball 

emelemnt fault under no load conditions…………………………………………………….80 

Figure 5.17: Processing results using the related techniques for a bearing with a ball element 

fault under medium load conditions ………………………………………………...……….80 

Figure 5.18: Processing results using the related techniques for a bearing with ball element 

fault under heavy load conditions ……………………………………………………...……81 

 

Table of Tables 

Table 2.1 ESP32-S2 sleep modes table……..………..………………………………………35  

Table 2.2 ESP32-S2 feature table………………..…………………………………………...36 

Table 5.1: Bearing fault frequencies for the lab experiment setup……………………….…..67 

Table 5.2: Bearing fault frequencies for the online data center experiment setup…..…….…74 

 
 
 
 
 
 
 
 
 
 



- 10 - 

Chapter 1 

Introduction  

1.1 Overview 

Rolling element bearings are commonly used in rotating machinery to support shaft 

rotation and loads. The unexpected bearing fault could create significant economic impact 

and safety risk in applications, such as aircraft, manufactory, water treatment plant, power 

generation [1]. According to investigation [2], more than half of small and medium-sized 

rotating machinery failures are directly related to unexpected bearing faults. Therefore, 

reliable bearing fault detection techniques are critically needed to recognize bearing defects at 

its earliest stage so as to enhance machinery performance, increase production efficiency, and 

reduce maintenance costs.  

1.2 Condition Monitoring 

Condition Monitoring (CM) is the process of measuring appropriate parameters of 

conditions in machinery to recognize any machinery deterioration that usually appears as a 

significant change in physical measurement (i.e., temperature, pressure, vibration, etc.). From 

system state perspective, CM can be described as evaluating current state and forecasting the 

future state of a system through physical measurements and mathematical modeling [3]. Fig. 

1.1 illustrates a typical trend curve of deterioration within running time. An appropriate 

technology is needed to provide an early stage alert that could prevent failure by managing a 

repair or predictive maintenance during LEAD TIME.  



- 11 - 

 

Figure 1.1. The principle of CM. which indicates the deterioration of the equipment (Reproduced from [4]), 

In modern industry, a reliable health CM system can reduce loss by preventing downtime 

and improving equipment life cycle. [5] Figure 1.2 illustrates a typical CM system, which 

consists of three states: data acquisition (DAQ), signals processing, and fault diagnosis. First, 

the signals are measured from the related machinery by using appropriate sensors and the 

DAQ system. Second, fault-related features from the signal are extracted by using befitting 

signal processing techniques. The fault diagnostics is performed by categorizing the extracted 

features into different categories corresponding different machinery health states.  

 

Figure 1.2: A flowchart of a machinery CM system 

In general, machinery CM is undertaken offline, which requires experienced technicians 

to periodically measure data and do diagnostic analysis. Online CM is a diagnostic process, 

which can provide diagnosis results in real-time so as to prevent unnecessary machinery 

shutdown and unexpected safety incident, as well provide diagnostic information for 

troubleshooting in predictive maintenance. An online CM system may not recognize any 

immediate risk but can indicate excessive wear or notification of repairs and maintenance [6]. 

On the other hand, remote CM becomes the most efficient online CM, which allows the data 

retrieval and signal analysis to be performed at a different location. Moreover the dropping 
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price for the microcontroller unit (MCU) and transducer has made it possible to make smart 

sensors and wireless onboard DAQ systems [7]. 

1.3 The Data Acquisition System 

A DAQ system can be used to make measurement of physical phenomena for CM 

analysis [8]. In the past decades, MCUs and electrical components have become cheaper, 

smaller in size and faster in processing. A smart sensor is a system to integrate the sensing 

units with onboard DAQ system, controlled by a MCU, for automatic data collection, 

preprocessing and wireless data transmission [9]. In 1984, Honeywell developed an air data 

transducer for aerospace applications, which could be the first commercial smart sensor 

device in the market [10]. 

A smart DAQ system consists of four major components: sensing units, signal 

conditioning, analog-to-digital converter (ADC), MCU, and DAQ control software. Figure 

1.3 illustrates functional modules of a smart sensor node. 

Sensor
Signal 

condition
ADC MCU

Wireless 
transceiver

Receiver

Power supply

Integrated Circuit

Signal

 
Figure 1.3: A block diagram of a classical integrated smart sensor system  

A sensing unit is a device that detects and responds to different types of physical inputs 

from the surrounding environment, such as vibration, heat, pressure, light, and temperature. 

The sensor’s output is a measurable analog electric quantity (e.g., voltage, current, charge) 

for displaying, transmitting, and further signal processing [11]. Signal conditioning is a 

fundamental building block of a DAQ device. The purpose of signal conditioning is to 

provide necessary functions for precise measurement, including electrical isolation, signal 

filtering, amplifier, offset adjustment, conformance with sensor requirements, etc. Electrical 

isolation is a process to reduce unnecessary noise and prevent ground loops in the measuring 
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chain. Electrical isolation is to separate the circuit from other electrical potential sources. In 

general, signals from the sensing units are relatively weak in magnitude, and external 

electrical potentials in both DC and AC forms can impact the signal significantly. For 

multi-channel DAQ systems, electric isolation is important from channel to ground, 

important from channel to channel. Signal amplification is the process of increasing the 

signal for processing or digitization.  

In signal conditioning, there are different types of amplifiers for different purposes. 

Signal amplification can be performed either by increasing the input signal’s 

resolution/magnitude, or by increasing the signal-to-noise ratio. For example, isolation 

amplifier is designed to isolate high DC levels from the device while passing small AC or 

differential signals [12]. Filtering is a processing function that some of signal frequency 

components, including noise, are filtered out based on requirements. There are several types 

of filters such as low-pass, high-pass, band-pass, and band-stop types. The filters can also be 

made from either passive or active components, as well as in analog and digital forms. For 

example, a passive filter only requires resistors, capacitors, and inductors with a maximum 

gain, while an active filter uses additional active components such as operational amplifiers. 

Unlike passive and active analog filters, the digital filter is a mathematical algorithm used to 

manipulate a signal with logic components. 

The ADC is another important building block of the DAQ system. The ADC can convert 

the conditioned analog input to a digital output for display, storage, and advanced processing 

analysis. Successive approximation (SAR) and Delta-Sigma are common types of ADC 

functions in modern DAQ applications. SAR ADC can provide resolution up to 18 bits and 

sample rate up to 1MHz. Although SAR has no inherent anti-aliasing protection, it is still 

commonly used in ADC due to its balanced performance and low cost. Compared with SAR, 

Delta-Sigma ADC is more expensive, but has higher dynamic performance and inherent 

anti-aliasing protection with resolution up to 32bit, and the max sample rate of 1MHz [13].  

DAQ software can provide necessary visualization, analysis and control functions in the 

DAQ system. Data storage strategy depends on application requirements. In some low power 



- 14 - 

wireless DAQ systems, signals are collected periodically with a relevant small sample 

number and then data are transferred to a PC or cloud [14,15]. Nowadays, flexible DAQ 

systems allow the user to visualize and check the data in real-time during data collection and 

to configure displays using built-in graphical widgets with common signal processing 

functions such as FFT and statistical analysis. 

Wired DAQ systems have been commonly applied in industry applications [16]. 

However, the wired DAQ system is an objective reality, which is usually expensive in 

installation, maintenance. Most importantly, cabling setup may not be allowed in many 

industrial applications due to safety regulations or constrained space limitations. In contrast 

to the wired DAQ system, wireless smart sensor (WSS) could provide a balanced CM 

solution for machinery health CM and fault diagnostics. Depends on application requirements, 

several wireless communications can be applied, such as radio frequency (RF), ZigBee, 

WI-FI, and 5G.  

To design a battery-operated WSS system for remote machinery CM, other specific 

requirements must be considered, including low power consumption, high ADC resolution 

and fast sampling frequency rate. The challenge in battery-operated WSS is related to the 

power-saving strategy and transmission robustness. The WSS should be controlled to enter 

some sleeping mode periodically and to transfer the data automatically and reliably without 

data missing.    

1.4 Bearing Faults and the Characteristic Frequencies 

Fig. 1.4 shows a typical rolling element bearing system. The rolling element bearing is a 

system that consists of components such as an external outer ring, an internal inner ring, a set 

of rolling elements, and a cage. There are many kinds of rolling element bearings in 

applications. For example, based on rolling element type, bearings can be classified into ball 

and roller bearings. Besides, based on carrying loads, bearings can be classified as radial load, 

axial load, and combined load bearings. 
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Figure 1.4: A rolling element bearing structure: (1) outer ring, (2) rolling element, (3) cage, (4) inner ring,(5) 

bearing seal.  

In operation, a bearing acts as a source of vibration signal and noise. It is because a 

bearing carries loads by a finite number of rolling elements. The number of rolling elements 

and their position in the load zone make the bearing generate vibration signals even though 

the bearing is geometrically perfect and healthy. In applications, bearing materials are 

subjected to dynamic loading in operation. Localized defects (e.g., pitting and spalling) can 

be caused by dynamic stress on the races or the rolling elements [17]. Pitting/spalling is 

caused by material fatigue that cracks appear under the surface of the metal and propagates 

towards the surface until a small pit or spall drops off from the surface. Whenever a local 

defect on a bearing element directly contacts or indirect interacts with other bearing elements, 

brusquely changes in the contact stresses can generate a sharp pulse in a short duration, which 

will cause resonance vibration of the bearing components or bearing support structure.  

Figure 1.5 illustrates the geometry of a ball bearing. Due to the bearing defect’s unique 

characteristics, the vibration analysis becomes one of the most commonly used tools for 

bearing fault detection. Based on the defect location, the bearing defect results in different 

characteristic frequencies, which can be applied for bearing fault detection analysis.  
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Figure 1.5: The geometry of a ball bearing [18] 

The characteristic frequency for the bearing outer race defect is 

ROD f
D

dZ
f  ))cos(1(

2
                          (1.1) 

where Z is the number of balls, Rf represents shaft rotating speed (Hz), D  is the pitch 

diameter,   is the contact angle, and d is the diameter of the rolling element. 

 The characteristic frequency for the bearing inner race defect is 

 RID f
D

dZ
f  ))cos(1(

2
                           (1.2) 

The characteristic frequency for the bearing rolling element defect is 

   RBD f
D

d

d

D
f  ))(cos1( 2

2

2

                        (1.3) 

Usually, bearing dimensions can be found from the bearing data sheet or provided by the 

related manufacture according to the bearing type and product ID. One of the major 

challenges in detecting a bearing defect is that the resulting fault vibration signature is usually 

weak in magnitude and is masked by other higher-level vibratory signals. Moreover, the 

overbalance of the healing effect can be misleading in bearing fault detection [19]. Some 

early bearing failure indicators can be effaced in the late stages as the failure propagates. As 
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the defect propagates, the fault’s overall energy increases, but usually becomes more 

wideband in nature. Therefore, to detect bearing fault reliably remains a very challenging task 

in this research and development field. 

1.5 Time-Domain Analysis 

The overall root-mean-square (RMS) of a signal can be an indicator representing signal 

energy related to bearing’s health condition. RMS has been applied to detect localized defects 

with limited success in past research [20]. The RMS value continues increasing as bearing 

health conditions keep deteriorating [21]. It is expected that there could be a high value of 

RMS corresponding to an overall deterioration in a bearing system. However, this criterion 

may not always be the case in applications [22]. The crest factor in decibels is the difference 

between the peak and average of a signal, which can represent a signal’s maximum peak to its 

RMS value. It is found that the crest factor can be used as an alternative measurement other 

than RMS level in vibration [23]. However, the crest factor is not a reliable fault indicator 

especially when the bearing fault feature is time-variant [24]. Generally, crest factor and 

RMS measurements can be used in identifying outrace defect that has time-invariant 

characteristics [22].  

The amplitude probability density function (pdf) is insensitive to some variations of the 

signal pattern; as a result, its failure-related behavior for time versus amplitude can be used 

for machinery fault detection in some applications: the sharp peaks at the head will affect the 

pdf’s tails.  

The kurtosis is the fourth normalized moment of the pdf. Kurtosis function can be used 

to describe the “peakness” of the probability distribution of a random signal. The kurtosis 

value is around 3 for a healthy bearing with ideal Gaussian signal, and is greater than 3 for a 

faulty bearing when the signal becomes more non-Gaussian. However, the value of kurtosis 

will decrease or even get lower as the failure level propagates. This “healing” phenomenon 

can reduce the effectiveness of vibration-based fault detection [25]. The related investigation 

shows that applying kurtosis values at multiple frequencies are useful to help understand the 
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sensitivity of kurtosis in bearing failure [26]. This method does not need to know the historic 

information in the signal, and the health condition of bearing can be directly monitored by 

observing the kurtosis [27]. Although kurtosis-based analysis could provide reasonable fault 

detection in some applications, this method cannot be used reliably to detect an incipient 

failure [23], which is sensitive to factors such as load levels, speed fluctuation, and other 

conditions [28]. An improved indicator combining the kurtosis and RMS is suggested in [29] 

for bearing fault detection. The related indicators of RMS, kurtosis, skewness, and crest 

factor are tested for bearing fault detection in [30], which could be used with other soft 

computing method for bearing health CM.  

1.6 Frequency-Domain Analysis 

Signal characteristics can be analyzed in the frequency domain using techniques of the 

Fourier Transform (FT) in different forms such as the fast FT and the discrete FT. The power 

spectrum of a vibration signal after the FT can be used to examine the theoretical 

characteristic frequency components for bearing fault detection. The researchers in [31,32] 

find that the power spectrum cannot lose phase information between different frequency 

components. However the FT-based methods cannot be used for transient feature analysis 

[33]. It is found that those transient responses usually represent short term impulses due to 

bearing defects, which would generate a large number of low-frequency spectrums [34]. 

Furthermore, a general FT spectrum could contain disrupted spectral components that will 

interfere characteristic features and make it more difficult recognize defect-related 

frequencies for fault detection. Moreover, the FT-based methods can not capture the transient 

features of weak fault signals due to non-stationary nature. 

Envelope demodulation can be used in bearing fault detection [35]. Envelope analysis of 

a band pass-filtered signal is a complementary tool to improve spectral analysis efficiency. 

Specifically, the signal is band-pass filtered to highlight the signals around the resonance of 

bearing fault characteristic frequency. Envelope analysis can be employed to detect structural 

defects that occur in machine components [35,36,37]. However, it is usually difficult to select 
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the proper frequency band of the band-pass filter for envelope analysis based on resonance 

frequency [38]. In [39], spectral kurtosis is applied to characterize non-stationary signals. A 

multi-scale enveloping spectrogram method is proposed in [40] for bearing defect diagnosis. 

Hilbert envelope and zero frequency resonator are combined in [41] for weak bearing fault 

detection. Envelope and cepstrum analyses are applied in [42] for machinery fault 

identification. Hilbert demodulation and bispectrum analysis are used for bearing fault 

detection in [42,43]. Cepstrum was introduced in [44] to investigate the periodic phenomena 

in frequency. Cepstrum is the inverse FT of the estimated logarithm spectrum; the peaks on 

the cepstrum correspond to the peaks in its frequency domain, which could identity outer race 

fault features but not the inner race fault [24].  

1.7 Time-Frequency-Domain Analysis 

Time-frequency-domain analysis is a signal processing technique that simultaneously 

allows studying a signal both in the time- and frequency-domain simultaneously. There are a 

variety of time-frequency signal processing approaches proposed in the literature, such as the 

discrete and continuous Wavelet Transform (WT) [45, 31, 33, 38 ], the short time FT [46], 

and the Hilbert-Huang Transform (HHT) [27,43,41]. 

Bearing race faults are detected by using discrete WT in [45]. Wavelets provide 

time-scale information of a signal, and can extract the features that vary in time, which makes 

WT a useful tool for non-stationary signal analysis. The continuous WT of a signal can 

resolve complex signals with its improved time-frequency localization properties. Unlike the 

continuous WT, the discrete WT has poor resolution in both the time-domain and the 

frequency-domain. Moreover, the WT has aliasing errors in decomposition due to its poor 

resolution [47].  

The short-time FT is another time-frequency analysis technique; the chosen time 

windows will be transferred to the amplitude spectrum and repeated until all time-domain 

signals are processed. Although the resolution and accuracy of the short-time FT can be 

improved by increasing the overlap between each time window [46], its processing efficiency 
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decreases as the number of time windows increases. By adjusting the time window length and 

numbers can implement a precision trade-off. Hilbert Transfer is another time-frequency 

analysis technique that could extract instantaneous power and phase angles, both could 

represent the actual properties of the signal. 

Based on the concept of Hilbert transform, the Hilbert Huang Transfer (HHT) can be 

used for analysis of nonlinear and non-stationary signals [48]. HHT operation takes two main 

steps: the first step is empirical mode decomposition (EMD) to decompose the original signal 

into a finite number of intrinsic mode functions (IMFs). In the second step, each IMF signal's 

phase is shifted 90 degrees to produce an orthogonal pair of signals. Each IMF signal and its 

associated orthogonal pair can be used to estimate the instantaneous variation in amplitude 

and phase angles. The HHT has been used for machinery fault detection research [49,50]. 

However, the HHT has some edge effect that can limit its accuracy, especially when the data 

length is too short. Therefore, large data size is usually required for HHT to extract 

instantaneous frequency components [51]. Another major shortcoming of EMD is the effect 

of mode mixing [48]. Mode mixing occurs when the oscillation with the same time scales 

occurs in different IMFs or the oscillations with disparate time scales are preserved in one 

IMF. To overcome the mode mixing problem, a noise-assisted ensemble EMD is proposed in 

[52]. 

The Teager-Kaiser (TK) energy operator is first proposed by Teager to calculate the 

energy for nonlinear sound production mechanisms [53, 54]. The TK energy operator only 

needs three samples for energy calculation at each instant time point, which can offer the 

advantages of high resolution, simplicity, and efficiency. Based on Teager's work in [53], 

Kaiser presents an algorithm in [55], to study a second order differential equation; it is 

observed that a simple sinusoidal signal’s energy varies with both amplitude and frequency 

[56]. TK spectrum analysis has been used in nonlinear and non-stationary signal processing, 

for example, for wind turbine gearbox health analysis [57]. It has also proved the TK 

spectrum analysis has some merits over the Hilbert transform [58]. However, in machinery 

CM applications, the collected vibration signals contain significant background noise. From 

advanced investigation in our research team [59], it is found that the TK spectrum analysis is 
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very sensitive to high-frequency noise caused by reasons such as speed changes, power 

spikes, and sudden load. 

1.8 Objective and Strategies 

The objective of this MSc research work aims to extend the previous development in our 

research team, and develop a new CM system for online bearing fault detection. 

The first objective is to improve a wireless DAQ system to collect both vibration and 

current signals. Zigbee and Wi-Fi wireless protocols will be tested for different 

communication applications. 

 The second objective is to propose a novel Teager Huang transform (THT) technique 

for non-stationary signal analysis and bearing fault detection in the outer race, inner race and 

rolling elements. The proposed enhanced Teager Huang transform (eTHT) technique is new 

in the following aspects: 1) a generalized Teager-Kaiser spectrum analysis is suggested to 

recognize the most representative IMF; 2) a correlation function method is proposed to 

choose some IMFs with the most representative features related to the bearing health 

conditions; 3) a denoising filter is adopted to improve the signal-to-noise-ratio, 4) the average 

spectrum analysis is undertaken to identify the bearing fault characteristic signatures for 

bearing fault detection. The effectiveness of the proposed eTHT technique is examined by 

experimental tests corresponding to different bearing conditions. Its robustness in bearing 

fault detection is examined by the use of the data sets from a different experimental setup. 

1.9 Thesis Outline 

This thesis is organized as follows: 

Chapter 2 discusses a Zigbee-based wireless DAQ system and WiFi DAQ system 

development.  

Chapter 3 conducts systematic comparison of the the denoising methods to extract 

impulsive features. 
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Chapter 4 discusses the proposed eTHT Technique.  

Chapter 5 verifies the effectiveness of the proposed eTHT technique, with the 

comparison of other bearing fault detection techniques under different bearing testing 

conditions.  

Chapter 6 summarizes the concluding remarks of this work and the future work to 

improve the current work. 
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Chapter 2 

Development of Wireless DAQ Systems  

This chapter aims to illustrate the development of wireless DAQ systems from our 

research team and my contributions. The development involves two types of wireless DAQ 

systems: a Zigbee wireless DAQ system, and a WiFi wireless DAQ system. 

2.1 Zigbee-based Wireless DAQ System  

Figure 2.1 illustrates the block diagram of the Zigbee-based wireless smart sensor DAQ 

system used in this research. This DAQ system consists of multiple smart sensor nodes and a 

receiver. 

 

Figure 2.1: Block diagram of the Zigbee-based wireless smart sensor DAQ system. 

2.1.1 A Smart Sensor Node 

A smart sensor node is a combination of a sensing unit and intricate circuits, controlled 

by a microcontroller unit (MCU). Vibration sensing units or current sensing units can be 

applied based on requirements. The selected MCU is ATmega328P (from Microchip Inc) [60], 

which is a high-performance, low power, 8-bit AVR RISC MCU with a 32 kB in-system 

programming flash memory, 1024B EEPROM, 23 general purpose I/O lines, 2 kB static 

RAM (SRAM), and 10-bit built-in ADC. The output from the sensing unit gets filtered and 

amplified in the signal conditioning module before being digitized by the ADC module.  

1) Analog-to-Digital Converter (ADC) 

The ADC is referenced to a voltage-regulated output based on a battery power source. 

Equation (2.1) illustrates an ADC process: 
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where )(tV pin  is the pin voltage, n is the sequence number of data, sf is the sampling 

frequency, and Q is the analog quantization size, which can be expressed as: 

b
sV

Q
2

                             (2.2) 

where sV  is the voltage of the power supply and b is the bit resolution of the ADC.  

The changes of the analog quantization size by increasing the bit resolution can be 

considered a voltage value. For a voltage supply of 5 V, the quantization is 88.4Q mV. The 

ADC can only recognize voltage changes larger than this quantization size. 

2) Memory Extension 

Atamaga328P has a 2 kB internal SRAM for data memory with an 8-bit data address 

architecture. Its data storage capacity is 20488 bits. In this development, extra data memory 

is required to store the ADC results. As shown in Figure 2.2, a 82 -bit memory space is 

required to store each high-byte and low-byte values separately for each data point.  

 

Figure 2.2: Storing 10-bit data in 8-bit memory locations. 

 The built-in ADC has a sample rate up to 15 KHz allowing only 1024 data samples to 

be stored. The data storage space is decreased further since the variables related to scripts and 

codes are also stored in the data memory. Since this amount is insufficient for machinery CM 

purposes, an external SRAM chip is required. The selected SRAM chip is 23LC1024 (from 
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Microchip Inc.) [61], which is a 128 kB SRAM that can store 64000 data samples.  

3) Radio Frequency Communication 

The selected transceiver in this project is CC1101 (from Texas Instruments) [62]. It is a 

low-cost sub-1 GHz transceiver with a maximum programmable data rate of 600 kbps, with a 

200 nA sleep mode current consumption. The frequency range selected in this work is in the 

ultra-high frequency band at 915MHz. The module is powered by a 3.3V power supply. A 

voltage regulator is needed to drop the voltage from 5V to 3.3V. A customized version of the 

Simple Wireless Abstract Protocol (SWAP) [63] will be used to reduce transmission overhead 

and power consumption.  

CC1101 chip data is received and transmitted in packets. Figure 2.3 illustrates the data 

structure for data transmitting. One packet consists of 64 bytes. The first byte represents the 

transceiver ID, which is used to synchronize the smart sensor node and the receiver. The 

second byte address is reserved for the packet number j. The first 10 bits of the data are stored 

in byte 3 and byte 4. Each 2 bytes can store one 10-bit data. Therefore, there are a total of 31 

10-bit data that can be transmitted in one packet. The smart sensor node can sample up to 

16384N  ADC readings with an external SRAM. The smart sensor node can complete the 

wireless transmitting with N/31=529 packets. 

 ...  ...

 

Figure 2.3 Wireless packet structures for CC1101 data transmitting 

4) Serial-Peripheral-Interface (SPI) Protocol  

The Serial-Peripheral-Interface (SPI) protocol is used for rapid chip-to-chip 
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communication in this project. Figure 2.4 illustrates the SPI connection scheme. The selected 

SRAM and wireless transducer are connected to the MCU as a slave device through the SPI 

protocol. The MCU is assigned as the master device to control the SRAM and wireless 

transducer. SPI communication has four lines: MISO (the master input slave output) mode 

and MOSI (the master output and slave input) mode. The clock signal (SCLK) for the SPI, 

which is usually provided by an external crystal oscillator. The chip select signal (SS) is used 

to select the slave device. 

 

Figure 2.4: SPI connection scheme for Atmega328P. 

5) Sleep Modes  

The smart sensor node of the DAQ system is designed to be powered with batteries to 

collect signals. The power consumption of the DAQ system is a crucial indicator for its 

proper operation. The overall power consumption can be reduced by introducing a sleep 

mode for smart sensor nodes when no data collection is required. The MCU Atmega328P 

offers a selection of power modes. The power consumption can reduce from 16 mA in active 

mode to 0.04 mA in power-down modes. The ADC and wireless communication unit are 

disabled before the MCU entering the sleep mode. Those units require separate handling in 

code and proper arrangement. When the MCU enters the power-down mode, the regular 

operation can be resumed by triggering external interrupts. The wireless module is powered 

off in the power-down mode, so that the built-in external interrupt pin is disabled. Therefore, 

a watchdog timer (WDT) is introduced to trigger an internal interrupt to wake up the MCU. 

WDT is a timer module with a separate on-chip 128 kHz oscillator designed to limit the 

maximum time allowed for the power-down mode.  



- 27 - 

2.1.2 The Receiver System 

Figure 2.5 illustrates the block diagram of the developed receiver unit. The receiver unit 

mainly consists of two parts: a wireless transceiver and an MCU. The selected MCU is also 

the Altamage328P. The selected wireless transducer is CC1101, which is the same as that 

used in the smart sensor node setups. A USB protocol is introduced for serial communication 

and power supply purposes. After the data is transmitted from smart sensor node, the data can 

be uploaded to a PC by using serial communication. No extra SRAM is needed to store the 

data in the receiver. 

 

Figure 2.5: Receiver block diagram. 

1) Handshake Protocol 

 The DAQ system adopts a handshake protocol for wireless data communication to 

prevent packet loss. The handshake protocol operates on the principle of validating the 

transmission of each data packet by the receiver. As illustrated in Figure 2.6, the receiver 

requests the data based on the packet number of each packet. When the smart sensor node 

receives the request, packet j is transmitted. Suppose the smart sensor node does not receive 

the request. The receiver will continuously request packet j until the packet arrives. The 

receiver has the same procedure to receive packets. 
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Figure 2.6: The handshake protocol. 

2.1.3 The Related Development Project: 

It would state that this smart DAQ system project is a team work. My main contribution 

in the development of Zigbee-based DAQ system is mainly related to programming. With the 

existing hardware setup and functionalities, multiple new functions are developed to improve 

the system operations. A data pre-processing program is made to transfer hex data into 

decimal in Visual Basic (VB). Multiple data relation features and functions are developed for 

multiple sensor nodes data collection, related to data collecting function, data transmission 

and auto-acquisition function, as illustrated below: 

1) Data Pre-Processing 

Data pre-processing program is developed to transfer hex data into decimal in PC after 

serial communication. As illustrated in Figure 2.7, data transmission begins with a packet 

indicator. Firstly, the strings of packet numbers need to be removed. Every content deleting 

procedure will result an empty string in the array. Then, all the empty strings from packets 

must be removed to ensure the data continuity. When there is only one value in the high-byte 

string, the string will be replaced by adding a leading 0. The next step is to combine each 

high-byte of hex data with its low-byte hex data to form a 16-bits hex data. Finally, the 

16-bits hex data is transferred into a decimal value to be displayed and plotted.  
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Figure 2.7: Six stages of hex to decimal data transforming for data pre-processing.  

2) Data Collection 

Figure 2.8 illustrates the system diagram of the data collection function for two smart 

sensor nodes. Firstly, the receiver (R1) sends a command to build a handshake with the first 

smart sensor node (T1). When T1 receives the command, it sends an acknowledgment back 

to R1 and starts to collect data simultaneously. At the same time, T1 will send out a message 

to the DAQ system, and inform R1 to become R2. Then receiver R2 will build a handshake 

connection with the second sensor node T2. T2 sends an acknowledgment back to R2 and 

starts collecting data. Whenever a smart sensor node finishes data collection, a flag will be 

generated in the program. When data collecting is completed for all smart sensor nodes, the 

program will display a message based on those flags and indicate that all the data are 

collected and saved in the SRAM.  Proper delay functions need to be added to optimize the 

program processing time.  
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Figure 2.8: System diagram of data collection  

3) Data Storage 

At the end of the data collection process, a function of data saving is required to secure 

data storage on a PC. Figure 2.9 illustrates the system diagram of the data saving function of 

two smart sensor nodes. Upon begging, the receiver R1 sends commend to T1 to transfer data 

wirelessly. If the data is transferred successfully, the hex data will be changed into decimal 

data automatically. The related file destination and name will be automatically created, and 

the data will be saved on the PC. The program has a functionality to identify the data saving 

progress and send a command to R1 for next sensor node’s wireless data transmitting. After 

receiver R1 has got the command, R1 changes into R2 and asks the next smart sensor node 

T2 to transfer the data wirelessly. The previous steps will be repeated for other smart sensor 

nodes. After all the collected data are successfully saved on the PC, receiver R2 will send a 

command to the smart sensor node T2 to enter a sleep mode to save power. Sleep periods 

depend on monitoring applications. Before T2 enters sleep mode, T2 will send a message 

back to the receiver until T2 gets an acknowledgment back from the receiver. This step is 

essential to ensure the receiver has realized that the smart sensor node is entering a sleeping 

mode to avoid smart sensor nodes operating in the sleeping period. Then receiver R2 will 

become R1 to build a handshake with another smart sensor node T1 following the previous 

steps to let T1 enter a sleeping mode. 
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Figure 2.9: System diagram of data storage 

4) Auto Data Acquisition  

The auto-acquisition program is developed based on the need of automatic machinery 

condition monitoring. After each smart sensor node has collected data, the operating system 

should periodically enter sleep mode to reduce power dissipation. Figure 2.10 illustrates the 

real-time data acquisition cycle with three major steps: 1) active smart sensor nodes collect 

signals; 2) smart sensor nodes upload data; 3) smart sensor nodes enter sleep mode to save 

power. The above steps will be repeated until the DAQ operations are finished or the battery 

power level is not high enough. This program is based on the combination of data collection 

function and data storage function. The selected wireless transducer C1101 has a maximum 

sleeping mode time of 8 seconds. After 8 seconds, the system has to be reset. If the goal of 

sleeping time is 4 hours, it required 14400 / 8sec = 1800 times resetting in each sleeping 

period. Moreover, it is necessary to ensure the flag of resetting times cannot be erased after 

resetting. Therefore, an erasable programmable read-only memory (EPROM) is used in the 

circuit. The flag can then be added up for each reset by circuit power down or resetting 

functions.  
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Figure 2.10: Auto data acquisition cycle. 

The effectiveness of the auto-acquisition function has been tested and verified in our 

research lab. It can operate automatically with a 4-hour sleep period for a total of 

approximately 32 hours. Figure 2.11 shows the data collected in text files by one smart sensor 

node. The file destination is automatically generated by the program with a formula of 

Autosensor#i-j.txt, where i represents the identity of the smart sensor node, and j denotes the 

identity of data. The time in date modified shows a 4-hour gap between each data file. The 

size section indicates that all the data files have the same size of 18 kB. The size of the data 

file depends on the data collected and data type. Proper delay functions are needed to 

improve the operation stability and avoid data inconsistency.  

 

Figure 2.11: Auto data collection in text format over 32 hours. 

5) User Interface 

A user interface (UI) has been developed in VB for the wireless DAQ system, which 

could be used in the monitoring system in the Bare Point Water Treatment Plant in Thunder 

Bay. Figure 2.12 shows an overview of the UI. The serial display displays instructions for 
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smart sensor nodes and some functionality from execution. The connection panel is used to 

detect and activate USB connection between the receiver and a PC. The data collection panel 

is designed to control the measurement process. The Data Store to SRAM button can be used 

to manually save the data to the SRAM on the smart sensor node. The Wirelessly Transfer 

Data button can manually transfer data from the smart sensor node to the receiver. The Auto 

Data Collection button can automatically conduct the data collection and enter sleep mode 

based on a selected period. The Auto Exit button is implemented to quit the Auto Data 

Collection process. The sensor panel has two buttons: Sleep button will let the smart sensor 

node enter a sleeping mode; Reset button is used to restart the smart sensor node. The status 

bar is designed to show the percentage of progress during signal execution. 

 Figure 2.12: An user interface for Zigbee-based DAQ system  

2.2 A Wi-Fi DAQ System  

As Zigbee wireless protocol is used, the wireless signal will be weakened by a wall and 

other obstructions between the data transmission path, especially under high-noise 

environment. Therefore, an alternative solution of using Wi-Fi protocol will be developed for 

another smart DAQ system, which can be used for applications where WiFi servers are 
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available like in the Bare Point Water Treatment Plant. But the main challenge in using the 

Wi-Fi protocol in a standalone monitoring system is related to its large power consumption. 

Wi-Fi system generally consumes 400% of the power of Zigbee-based system. Or if a Zigbee 

system that can operate over 32 hours with a battery, the Wi-Fi DAQ system can only last 

about 8 hours. Therefore, the main challenging issue in design and building a 

battery-powered Wi-Fi DAQ system is how to reduce power consumption. 

2.2.1 A Wi-Fi Smart Sensor Node  

In a Wi-Fi smart DAQ system, the receiver hardware as illustrated in the aforementioned 

ZigBee systems is not required. Smart sensor nodes can send data directly to a cloud or a PC. 

A standalone Wi-Fi smart DAQ system also requires a battery power supply. Extra storage is 

required to store the data. A 24-bit ADC chip is introduced in this development project to 

improve the ADC resolution. Figure 2.13 illustrates the main elements of a Wi-Fi smart 

sensor node.  

 

Figure 2.13: Wi-Fi smart sensor node block diagram. 

2.2.2 ESP32-S2 Microcontroller 

The selected MCU is the ESP32-S2 from ESPRESSIF Inc. [64]. This MCU has an 

integrated Wi-Fi connectivity and is developed based on ESP8266, which has been used in 

Internet of Things (IoT) applications. The ESP32-S2 is an ultra-low power consumption 

device (22 mA current consumption when it operates at 240 MHz), which supports multiple 

sleep modes. Moreover, if ESP32-S2 is operating at 80 MHz, the current consumption of 

ESP32-S2 will drop to 14mA, which is even less than the Atmaga328P MCU.  The 
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supported sleep modes are listed in Table 2.1. 

Table 2.1: ESP32-S2 Sleep modes table. 

Work mode Description Current consumption 

240 MHz 22 mA 

160 MHz 17 mA 

Modem-sleep The CPU is powered on 

Normal speed: 80 MHz 14 mA 

Light-sleep  550 μA 

The ULP co-processor is powered on. 235 μA 

ULP sensor-monitored pattern 22 μA @1%duy 

RTC timer+ RTC memory 25 μA 

Deep-sleep 

RTC timer only 20 μA 

 

The unique sleeping mode features make ESP32-S2 the ideal MCU chip for this 

battery-powered wireless DAQ system. ESP32-S2 can be used in general industrial 

applications at temperatures between -40°C and +125°C. With a built-in Wi-Fi module in the 

ESP32-S2, the design and PCB development become more straightforward and cheaper. 

Figure 2.14 shows an ESP 32-S2 smart sensor node block diagram, and Table 2.2 summarizes 

some essential features of this MCU. 

 

Figure 2.14: Wi-Fi smart sensor node with ESP32-S2. 
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Table 2.2: ESP32-S2 feature table. 

ESP32-S2 

CPU Single-Core LX7 

SRAM 320 KB 

ROM 128 KB 

EXT SPI-Ram Support 128 MB 

EXT SPI-Flash Support 1 GB 

GPIOs 43 

Operation Speed 80 MHz, 160 MHz, 240 MHz 

Wi-Fi 802.11 b/g/n and TOF (Time of 

Flight) 

LCD 8/16/24-bit parallel RGB/8080/6800 

USB Full Speed USB OTG 

SPI 4 

2.2.3 The 24-Bit ADC Chip 

The selected external high-speed ADC chip is the ADS131A04 (from Texas Instruments) 

[65]. It is a four-channel, 24-bit Delta-Sigma ADC with speed up to 128-kilo samples per 

second (ksps). ADS131A04 has a flexible analog power supply option and can be powered by 

a unipolar supply between 3.3 V and 5.5 V. It can also be powered by a bipolar supply from 

-2.5 V to +2.5 V. ADS131A04 also has a unique high-speed SPI interface to communicate 

with other chips. The ADS131A04 has three main operation modes of asynchronous interrupt, 

synchronous master, and synchronous slave as illustrated below: 

1) Asynchronous Interrupt Mode 

Figure 2.15 depicts the relevant device connection using ADS131A04. The asynchronous 

interrupt is the preferred mode for the operation of a single device. In this mode, a unique 

Data Ready (DRDY) pin is used to interrupt the master device to read the conversion data.  



- 37 - 

 

Figure 2.15: Asynchronous interrupt mode connection. 

2) Synchronous Master Mode  

The relevant device connection of ADS131A04’s synchronous master mode is illustrated 

in Figure 2.16. The synchronous master mode can be used with ADS131A04 as the master 

device. MCU is used as a slave device to read data after each conversion.  

 

Figure 2.16: Synchronous master mode connection.  

3) Synchronous Slave Mode 

Figure 2.17 represents the device connection of ADS131A04 in synchronous slave mode. 

Synchronous slave mode can be used when there exist a synchronous master clock and a 

master to control the slave device. This mode is usually used for controlling multiple slave 

devices by one master device.  
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Figure 2.17: Synchronous slave mode connection.  
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Chapter 3 

Signal Denoising Filtering   

Whenever a defect occurs on a bearing component, the impact between the damaged area 

and other bearing components will generate impact impulses. Then the impulses are 

transmitted to the bearing housing, to the housing structure, up to the measurement sensor. 

Characteristic defect features will be modulated by impedance during this transmission path, 

as well as background noise. Denoising is a filtering process of reducing impedance related to 

the signal transmission path so as to improve the signal-to-noise-ratio (SNR) before advanced 

analysis for bearing fault detection. 

There are several types of denoising filtering techniques proposed in literature. 

Autoregressive (AR) filter has been adopted for gear tooth fault detection [66]. Minimum 

entropy deconvolution (MED) based filter techniques have been successfully applied for gear 

tooth and bearing fault diagnosis [67,68,69,70]. However, for different signal dynamics, the 

performance of denoising filters varies. This chapter will illustrate the denoising filter’s 

capability of impulse feature extraction. All of the related filtering techniques are 

programmed in MATLAB 2016b for testing and analysis. 

3.1 Autoregressive Filtering  

An AR filter is a process in which its current model output can be predicted based on its 

previous variables’ linear combinations [71]. Figure 3.1 illustrates the procedure of an AR 

denoising filtering. Where )(nx  is the input signal with impulsive features, )(ˆ nx  

represents the results predicted by the AR model, and )(ne is AR prediction error. 
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 Figure 3.1. Illustration of AR filtering.  

Consider a discrete time series }{ ix , the predicted AR process can be represented as   

111   i

N

i iii xx  ）（                        (3.1) 

where 1ix  is the goal, )(
1 

N

i ii x  represents the sum of previous Nth variables, i  is the 

numeric coefficient of the corresponding lagged variable 1ix  , i  denotes random 

perturbation, and N  is the order of the AR model. 

 Multiplying a lagged variable 1ix  on both sides of Equation (3.1) yields 
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 Eliminating the zero-correlation term from Equation (3.2) yields: 
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where xxr  is the auto covariance function of ix  and 1ix , m = 0, 1, 2,…., β. 

Then, Equation (3.3) can be expressed in the following matrix representation for 0m : 
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Therefore, the inverse AR model can be represented as: 
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rR 1                                (3.5) 

where R is the square coefficient matrix, and r represents the autocorrelation sequence. 

Figure 3.2 shows the comparison of some processing results by using the AR filter with 

different noise conditions. In Figure 3.2 (b), the simulated impulsive signals are buried in 

white noise with the different noise levels. It is seen from Figure 3.2 (c)-(f) that the AR filter 

fails to recognize impulsive signals only if the noise level becomes lower than 60% in this 

case, as shown in Figure 3.2(e)(f) with (i.e., 60% and, 40% of its original magnitudes).   

 
Figure 3.2: Comparison of the processing results using the AR denoising filter corresponding to different noise 

levels: (a) Simulated impulsive signal, (b) impulsive signal with noise, (c) processing result with 100% noise 

level, (d) processing result with 80% noise level, (e) processing result with 60% noise level, (f) processing result 

with 40% noise level. 

3.2 MED Filtering 

The MED filter proposed in [72] is to deconvolute the impulsive signatures from the 
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collected signals to highlight impulse features, which can be used for machinery health 

condition monitoring.  

Figure 3.3 illustrates the processing procedure of the MED denoising filtering. If )(nq  

represents a source signal and )(nh  denotes disturbance of the transmission path, then the 

input signal )(nx  is defined as: 

)()()()( nenqnhnx                           (3.6) 

where   denotes the convolution operator, and )(ne  represents the noise.  

)(nq )(nh

)(ne
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Inverse MED filter

Reference signal
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Figure 3.3: Illustration of MED filtering. 

 Suppose that the signal )(nx  is convolved with the MED filter )(nf , the output )(ny  

will be 

)()()()()()()()( nenfnqnhnfnxnfny               (3.7) 

The filter coefficients in )(nf  can be optimized to recognize the impulsive signal by 

minimizing the entropy. The kurtosis 4

2uK  of the signal can be expressed as: 
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where )(iy  is the output after the inverse MED filter )(nf , l represents the delay and N is 
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the length of the signal.  

The optimal inverse MED filter coefficients can be achieved by maximizing  )(lfK u , 

such that: 
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The convolution of the inverse MED filter can be expressed as: 
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where L  is the filter length, z is the observed signal, and l  is the delay. The partial 

derivative of Equation (3.10) can be expressed as: 
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 Combining Equations (3.9), (3.10), and (3.11) yields: 
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 Based on Equation (3.12), the iterative )( pf can be expressed as: 

fAB                                 (3.13) 

where 
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)()(  is the NL autocorrelation matrix of the observed signal and f is the 

filter coefficients.  

 After several iterations, the filter coefficient f  can be calculated as: 
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BAAf T 1)(                                (3.14) 

Changing the MED filter length L  from Equation (3.5) can provide different filtered 

results. Figure 3.4 compares the processing resulting from using the MED filter with different 

filter lengths. Figure 3.4(a) represents the simulated impulse signals; Figure 3.4(b) depicts the 

simulated impulsive signals with Gaussian white noise; and Figure 3.4(c), (d), (e), and (f)  

corresponds to MED-filtered results corresponding to filter lengths of 50, 100, 150, and 200 

respectively.  

 
Figure 3.4: Comparison of MED-filtered results at different filter lengths: (a) Simulated impulsive signal, (b) 

impulsive signal with noise, (c) MED-filtered result with filter length L = 50, (d) MED-filtered result with L = 

100, (e) MED-filtered result with L = 150, (f) MED-filtered result L = 200. 

In this experiment, all the simulated impulsive signals from Figure 3.4(a) have the same 

magnitude as the maximum magnitude of random white noise. The results from Figure 

3.4(c)-(f) indicate that with the incensement of MED filter length, the MED filter can only 

recognize single impulsive signal which is located at t = 600.  Among the four simulated 
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impulsive signals, the impulsive signal with higher amplitude can be clearly recognized. 

3.3 OMED Filtering 

 A new norm deconvoluting impulses called the D-norm is firstly proposed in [73] to 

solve the deconvolution problem, which is geometrically similar to the MED problem. The 

D-norm is defined as: 
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where y


 represents the vector form of a discrete-time series, ky  is the absolute value of 

the kth value in vector y


, and y


is the norm of vector y


, which is defined as: 
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The D-norm devonvolution can use a non-iterative algorithm such as the Optimal 

Minimum Entropy Deconvolution (OMED) to solve the filter coefficients. The OMED 

method can be formulated as the following: 
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where f


 represents the filter, 
f
sup  denotes a supremum operator related to f


.  

Given a set of real number S,   can be considered as the supremum of set S when 

 can meet the following two conditions simultaneously: 

1) for all Sx , x , 

2) for each 0e , ex   . 

Therefore, it is possible to first solve f


 for each k, then select f


 for the maximum 
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D-norm. Equation (3.17) can be rewritten as: 
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Equation (3.18) can be differentiated with respective to the filter f


 to making 

derivative 0: 
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ky  in Equation (3.19) can be expressed as: 
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where L is the sample number.  

 The derivative of ky  can be expressed as: 
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Equation (3.19) can be expanded as: 
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Converting Equation (3.23) to a matrix form for l =1, 2, …, L, and making derivative 0 
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yields: 
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Since fXy T


0 , Equation (3.24) can be represented as: 
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where )( 00
TXX  represents the un-normalized Toeplitz autocorrelation matrix of x


 with no 

assumed zero data.  

 Assume the 1
00 )( TXX exist, Equation (3.25) can be rewritten as: 
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 If f


 is a solution of Equation (3.26), then any multiple of f


is also a solution. 

Therefore, the solution of the OMED filter can be represented as: 

k
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Changing the OMED filter length L  from Equation (3.20) can provide different filter 

processing results. Figure 3.5 compares some processing results using the MED filter with 

different filter lengths. Figure 3.5(a) represents the simulated impulse signals; Figure 3.5(b) 

depicts the simulated impulsive signals with Gaussian white noise. Figures 3.5(c)(d)(e)(f) 

correspond to MED-filtered results for filter lengths of 20, 50, 80, and 110 respectively. The 
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shift of peak location from Figure 3.5 (d) is due to deconvolution filtering distortion. The 

results from Figures 3.5(c)-(f) indicate that with the adjustment of OMED filter length, the 

OMED filter can only recognize the single impulse with highest amplitude among the 

simulated multiple impulses. 

 
Figure 3.5: Comparison of OMED-filtered results at different filter lengths: (a) Simulated impulsive signal, (b) 

impulsive signal with noise, (c) OMED-filtered result with filter length L = 20, (d) OMED-filtered result with L 

= 50, (e) OMED-filtered result with L = 80, (f) OMED-filtered result L = 110. 

3.4 MOMED Filtering 

The Multipoint Optimal Minimum Entropy Deconvolution (MOMED) suggested in [74] 

is a deconvolution method that is used to recognize impulse-like features. Unlike the D-norm 

in OMED, the multi D-norm can be defined as: 
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where y


represents the vector form of a discrete-time series, t


 is the target vector that 

defines the location and weights of the target impulses, such as: 

 00100100t


                       (3.29) 

Based on Equation (3.28), the MOMED can be undertaken by maximizing the ),( tyDM
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 By the chain rule, the derivative with filter coefficient f


 can be expressed as: 
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The derivatives for each of these terms are similar to those in the OMED in Equation 

(3.24), thus we can get: 
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Therefore, Equation (3.31) can rewrite as: 
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By some manipulation related to  LNLN MtMtMttX 





22110 , the extrema of 

Equation (3.33) can be calculated as: 
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Assume 1
00 )( TXX  is not singular. Based on fXy T


0 , Equation (3.34) can be 

rewritten as: 

tXXXf
y

yt T
T 




0
1

002
)(                            (3.35) 

Since a multiple of f


 are the solutions to Equation (3.35), tXXXf T 
0

1
00 )(   can be 

considered as the solution of the MOMED filter [74]. 

3.5 MCKD Filtering 

The Maximum Correlated Kurtosis Deconvolution (MCKD) proposed in [75] is an 

iterative deconvolution process to recognize impulses by using kurtosis. The correlated 

kurtosis of first-shift can be expressed as: 
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where T is the period of separation for these impulses.  

 The correlated kurtosis of M -shift can be determined by: 
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where M is the number of sequential impulses to be devonvloved. 

 The deconvolution of MCKD can be computed by: 
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An optimal f


 that can maximize Equation (3.38) can be considered as the solution of 
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the MCKD filter. The period can be calculated by: 

m

s

f

f
T                                (3.39) 

where sf  is the sampling frequency in Hz and mf is the fault characteristic frequency of the 

system (a rolling element bearing in this case) that generates impulsive signals.  

 On the other hand, from systematic research investigation, it is found that the period can 

be chosen as nT. Filter length L could be optimized based on signal properties. 

3.6 Comprehensive Comparison 

Figure 3.6 shows the comparison of simulated results using different denoising filters as 

discussed in this chapter. Figure 3.6(c)(d)(e)(f) depict the processing results using the related 

denoising filtering of the MED, OMED, AR, and MCKD, respectively. It is seen the MED 

filter (Figure 3.6(c)) and the OMED (Figure 3.6(d)) can recognize one signal impulse only at 

t = 200, and t = 800, respectively, which are due to the sensitiveness of optimization 

parameters. The AR filter (Figure 3.6(e)) can not clearly recognize all the simulated impulses. 

Figure 3.6(f) shows that the MCKD filter can recognize all the four impulses with the highest 

SNR, with proper inputs like period and filter length. The MCKD will be adopted as the 

denoising filter in this work, which will be discussed in Chapter 5. 
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Figure 3.6: Comparison of filtered results corresponding to different filters: (a) Simulated impulsive signal, (b) 

impulsive signal with noise, (c) MED-filtered result, (d) OMED-filtered result, (e) AR-filtered result, (f) 

MCKD-filtered result. 
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Chapter 4 

The Enhanced Teager-Huang Transform Technique for Bearing 

Fault Detection 

The proposed enhanced Teager-Huang transform (eTHT) technique is developed for 

water pump health condition monitoring in the Bare Point Water Treatment Plant in Thunder 

Bay, by using a sensor network to monitor multiple bearings with the same specifications. It 

aims to reduce the signal processing workload for multiple sensors and improve the 

effectiveness of bearing fault detection.  

The proposed eTHT technique is new in the following aspects: 

1) A new strategy is proposed to construct a time-domain bearing fault characteristic 

relation function (CRF) with representative IMF for bearing fault diagnosis. 

2) An average generalized Teager-Huang spectrum analysis method is introduced to 

extract the bearing fault features. 

The proposed eTHT signal processing technique will take the following processing steps: 

1) denoise filtering using MCKD method to enhance impulses features, 2) recognizing the 

representative IMF, and 3) computing the average generalized Teager-Kaiser (GTKA) 

spectrum for bearing fault detection.  

Figure 4.1 illustrates the processing procedures in the proposed eTHT technique. The 

collected vibration signal is decomposed into a finite number of IMFs (e.g., 10 in this case). 

The similarity between the reference IMF and general IMFs is measured by using 

cross-correlation analysis, which is used to construct the CRF in the time domain. The details 

are discussed in the following sections.  
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Figure 4.1: Procedures of the proposed eTHT technique. 

4.1 The Hilbert Huang Transform 

The Hilbert Huang transform (HHT) is an adaptive nonlinear and nonstationary signal 

processing method [48]. It consists of two processing stages: empirical mode decomposition 

(EMD) and IMF selection for spectrum analysis. 

EMD is a process to decompose the original signal into a finite number of IMF by taking 

the following steps:  

 1) Identify the entire local extreme in the original data OX .  

 2) Connect all the local maxima and local minima separately to form the upper and lower 

envelopes.  

 3) Calculate the mean of the upper and lower envelopes 1m .  

 4) Set the difference between the original data OX  and the mean 1m  as the first IMF, 

represented as, 

11 mXIMF O                            (4.1) 
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By repeating the aforementioned steps, the second IMF can be calculated as, 

212 mIMFIMF                          (4.2) 

where 2m  is the mean value of both upper and lower envelopes of 1IMF .  

 Similarly, the thk  IMF can be computed as, 

kkk mIMFIMF  1                       (4.3) 

The IMFs must meet the following requirements:  

 1) For the whole data set, the number of zero-crossings and the number of extrema must 

either be equal or different at most by one. 

 2) At any point, the mean value of the envelopes must always be zero. 

The IMF with the highest amplitude values of bearing fault characteristic frequency in 

the spectrum map will be considered as the reference IMF for CRF construction.  

4.2 Reference IMF Selection 

Figure 4.2 illustrates the first six IMFs from a bearing signal, which has an outrace fault. 

It is difficult to determine which IMF has the best characteristic features by directly viewing 

the graph properties from these subplots. Advanced analysis should be undertaken for signal 

processing and feature analysis for bearing fault detection.  
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Figure 4.2: The first 6 IMFs of a vibration signal from a ball bearing with an outer race fault: (a) IMF1, (b) 

IMF2, (c) IMF3, (d) IMF4, (d) IMF5, (d) IMF6. 

 Figure 4.3 illustrates the Hilbert spectrum analysis results of IMF signals from Figure 4.2, 

corresponding to the first, second, third, fourth, fifth, and sixth IMF, respectively. Those black 

arrows in Figure 4.3 pointed out the peak of fault related features. It can be seen from Figure 

4.3(a) that the first IMF can detect the first three harmonics of fault characteristic frequency. 

Figures 4.3(b) (e) (f) indicate that the second, fifth, and sixth IMF can detect the bearing 

characteristic frequency only. The spectrum analysis of the fourth IMF in Figure 4.3(d) can 

detect the second harmonics of the bearing fault characteristic frequency. On the other hand, 

the third IMF in Figures 4.3(c) cannot extract any fault-characteristic features. In this case, 

the first IMF will be selected as the reference IMF for cross-correlation analysis for bearing 

fault detection. 
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Figure 4.3: The first 6 spectrum maps of a outer race fault bearing signal’s first 6IMF :(a) IMF1’s spectrum 

analysis, (b) IMF2’s spectrum analysis, (c) IMF3’s spectrum analysis, (d) IMF4’s spectrum analysis, (d) IMF5’s 

spectrum analysis, (d) IMF6’s spectrum analysis. 

4.3 Cross-Correlation Analysis 

 Cross-correlation is a measurement between two or more sets of time series data to track 

the similarity properties of different time series. The cross-correlation of two random time 

series signals ix  and jx  can be measured by, 

22
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R   ,                           (4.4) 

where i  and j  are the standard deviation values of ix  and jx , respectively. The 

sample covariance jir ,  can be determined by 
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where [.]E  denotes the expectation operator. 

 Then Equation (4.4) can be rewritten as, 
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As discussed in section 4.2, the reference IMF can be found by spectrum analysis, which 

is then used for cross-correlation analysis with other IMFs. The IMF with the highest 

cross-correlation value can be selected for advanced spectrum analysis. Consider an example. 

The selected reference IMF is the second IMF from a signal collected from a bearing with 

ball fault and under heavy load condition. The IMFs are computed from a vibration signal 

collected from the same bearing with the same bearing dynamics, but under medium-load 

state. As illustrated in Figure 4.4, the third IMF has the highest representative feature related 

to ball fault in this case.  
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Figure 4.4: The cross-correlation values of the first 10 IMFs for a faulty bearing signal. 

4.4 Characteristic Relation Function (CRF) 

In this research, it is found that bearing fault features could be spread over multiple IMFs. 
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In Figure 4.4, for example, the dominant IMF is the third one or 3IMF , even though the first, 

second, and fourth IMFs also contain representative features to some extent. Or each of those 

IMFs can all recognize at least one of the characteristic frequencies on the spectral maps. 

From literature review in Chapter 1, EMD has a shortcoming that the same characteristic 

features are repeated in different IMFs [48]. Therefore, the objective of the proposed CRF is 

solving that problem in general EMD analysis. The CRF will be made by integrating multiple 

representatives IMFs with a weight factor to formulate a time-domain analytical signal for 

spectrum analysis. 

 As illustrated in Figure 4.5, the procedures of the CRF construction can be expressed 

as: 
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N

i
wIMFtx  1

)(                          (4.7) 

where N is the total number of extracted IMFs, and iw  is the weight factor related to the 

cross-correlation index. 
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Figure 4.5: Illustration of the characteristic relation function construction. 

4.5 Average Generalized Teager-Kaiser Spectrum Analysis 

The GTKA analysis can remove some noise and enhance TK energy spectrum analysis. 

The GTKA is a combination of generalized TK processing and average spectrum analysis.  
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4.5.1 The Generalized Teager-Kaiser Processing 

In signal processing, the TK analysis can be used to track the instantaneous energy of the 

signal [56], which is defined as, 

]1[]1[][]}[{ 2  nXnXnXnXψ iiii ,                (4.8) 

where iX  is the i-th element of the targeted signals.  

When the instantaneous energy experiences a sharp increase, the TK spectrum will 

generate an impulse to highlight that feature in the frequency domain. Therefore, the TK 

could be useful in detecting impulse features when an instantaneous frequency is detected. 

On the other hand, a misdiagnosis could occur due to TK’s sensitivity to high-frequency 

noise. Therefore, generalized TK is suggested in this work to improve processing accuracy by 

reducing the noise sensitivity over a specific frequency bandwidth. The generalized TK can 

be defined as, 

][][][]}[{ 2 knXknXnXnXψ iiiik                     (4.9) 

Unlike TK, a lag parameter k represents the distance between the samples. Consider the 

following simulated signal with amplitude modulation, 

     ][2cos12cos][ nNnfknfAnX mcAM   ,               (4.10) 

where ][nN  represent extra white noise, cf  is the carrier frequency, A represents the 

instantaneous amplitude, and mf is the modulating frequency. The optimal lag parameter k  

can be determined by generating a spectrum where the amplitude of the modulating 

frequency is highlighted [28]. This optimal lag parameter k  can be expressed as, 

 }max{arg mkψ
k

ffPk  ,                      (4.11) 

where kP is the frequency spectrum of generalized TK.  
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Based on the difference between modulation frequency mf  and carrier frequency cf , the 

optimal lag K for GTK can be expressed as, 
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In electric current-based bearing fault detection, the modulation frequency mf is higher 

than the carrier frequency cf . However, in vibration-based bearing fault detection, the 

modulation frequency mf  is always lower than the carrier frequency cf .  

4.5.2 The Windowing Function 

 In signal processing, an appropriate window function can be used to smoothly draw a 

sampled signal down (or even to zero) over the starting and ending ends, so as to reduce 

spectral leakage. The leakage effect is the phenomenon of the smearing of power across a 

frequency spectrum that occurs when the signal being measured is not long enough or a 

rectangular window is used. Besides the default rectangular window, Hanning, Hamming, 

and Blackman are the commonly used window functions in signal processing [76]. For 

machinery vibration analysis, the Hanning window )(nX n and Hamming window )(nX m  

are widely used for leakage reduction, which are described as:  
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where M represents the signal (window) length. 

Figure 4.6 demonstrates processing results using a rectangular window, a Hanning 

window and a Hamming window, for a vibration signal from a bearing with an outer race 
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fault. It is seen that compared with the use of a rectangle window (Figure 4.6(a)), the 

Hanning window (Figure 4.6(b)), can significantly reduce spectral leakage. On the other hand, 

the Hamming window (Figure 4.6(c)), has limited effect on spectral leakage reduction. By 

comparing the Hanning and Hamming window in Figure 4.6(d), it is clear that the Hanning 

window outperforms hamming window for leakage reduction. Therefore, the Hanning 

window will be used in this work. 

 

Figure 4.6: Comparison of spectral maps using a window function, subplot (a) rectangular window (blue line), 

(b) rectangular window (blue line) and a Hanning window (red line), (c) rectangular window (blue line) and a 

Hamming window (red line), (d) Hamming window (blue line) and a Hanning window (red line). 

4.5.3 Spectrum Averaging 

Spectrum averaging is a process to reduce noise variance by averaging the spectra [77]. It 

is to average the outputs of multiple spectral maps over a specific bandwidth, that make the 

random noise fluctuations in the spectra output decreased. If repeated time domain signals are 

not available, overlapping between adjacent segments of a long signal is also acceptable, as 

illustrated in Figure 4.7 with 50 percent overlap. 
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Figure 4.7: Illustration of spectrum averaging with a 50 percent overlap in the time signal. 

Spectrum averaging can be undertaken by simply averaging some spectrums over the 

identical bandwidth such that, 
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where P is the total number of spectrums (i.e., the number of time signals) and 

)(nFp  represents the p-th spectrum. 

Because the real-world time-domain signals include constant phase information [78],  to 

improve processing accuracy, coherent spectrum averaging will be conducted in this work, or 

the average is performed for both the real and the imaginary parts of spectral functions 

)(nFp  such that, 
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The noise reduction effect can be measured by the SNR indicator, calculated by, 
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where 2S is the magnitude of coherent spectrum average as calculated from Eq. (4.17), and 

NF  is the magnitude of noise. 

Figure 4.8 compares the results of a general spectral map (blue line) and a spectrum 
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average (red line) over six maps or signals (i.e., P = 6). The processing is for a vibration 

signal from a bearing with an outer race damage. The peak value of 153 Hz is the bearing 

fault characteristic frequency, and its harmonics. The average process can reduce the noise 

compared with the results without averaging, with a SNR of 8.695 dB versus 6.789 dB.  
A

m
pl

itu
de

 

Figure 4.8: Comparison of the spectrum average (red line) and the original spectral map (blue line). 

The effectiveness of the proposed eTHT technique will be examined experimentally in 

the next chapter with the comparison of the related techniques. 
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Chapter 5 

Performance Verification  

In this chapter, the effectiveness of the proposed eTHT technique will be verified 

experimentally. Its robustness of the proposed eTHT technique will be tested by using data 

sets from another experimental setup. 

5.1 Experimental Setup  

 Figure 5.1 shows the experimental setup used in this test. The experiment setup consists 

of a 3hp induction motor with a speed range form 20 to 4200 rpm controlled by a variable 

frequency drive (VFD022B21A). A magnetic brake system is used as a dynamometer to 

simulate the loads. An optical sensor is used to provide a one-pulse-per-revolution signal for 

shaft speed measurement. An accelerometer (ICP-603C01) is mounted on the top of the tested 

bearing housing to measure the vibration signals along vertical axis. A flexible coupling is 

applied to remove the high-frequency vibration generated by the motor. The bearing (MB 

ER-10K) on the left-hand side of the housing is used for testing, which has following 

parameters: 

Rolling elements Z = 8, 

Rolling element diameter d = 7.938 mm, 

Pitch diameter D = 33.503 mm, 

Contact angle   = 0 degree. 
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Figure 5.1: Experimental setup: (1) speed control; (2)encoder display; (3) motor; (4) optical encoder; (5) ICP 

accelerometer; (6) misalignment adjustor; (7) bearing housing; (8)variable load system; (9) belt drive. 

5.2 Performance Evaluation 

In this test, three bearing health conditions are considered for testing: Healthy bearing, 

bearing with outer race fault, and bearing with inner race fault. The performance of the 

proposed eTHT technique is represented as MCKD-GTKA. The following related techniques 

are used for comparison: 

1) A well-accepted Hilbert spectrum transform (HHT) technique, denoted as 

MCKD-HHT, will be used to verify the effectiveness of the proposed eTHT 

technique.  

2) The traditional Teager-Huang spectrum analysis, specified as MCKD-THT, will be  

applied to evaluate the efficiency of the proposed eTHT technique. 

3) The proposed eTHT technique without using the MCKD denoising filter, denoted as 

GTKA, will be used to evaluate the performance of the denoising process. 

All the techniques are implemented in MATLAB 2016. The selected sampling frequency 

is 20 kHz. A set of processing results with shaft speed of 25rf Hz and load level of 1.2 

Nm are used for illustration. Table 5.1 summarizes the characteristic frequencies in terms of 
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shaft speed rf , calculated using Equations (1.1),(1.2),(1.3) for bearings with different health 

conditions.  

Table 5.1: Bearing fault frequencies for the lab experiment setup 

Bearing condition Shaft Speed rf  

Healthy bearing 
rH ff   

Outer-race fault 
rOD ff  03.3  

Inner-race fault 
rID ff  93.4  

1) Healthy Bearing Monitoring 

Firstly, a healthy bearing is tested, with the characteristic frequency of 25Hf Hz; 

Figure 5.2 illustrates the processing results using the related techniques. The optimal lag 

parameter k = 400 in Figures 5.2(c) and 5.2(d). A MCKD filter is applied with a length L = 30 

and period T = 800 in Figure 5.2(a), 5.2(b), and 5.2(d). It is seen from in Figure 5.2(a) that the 

HHT can recognize the third harmonic of bearing bearing characteristic frequency in this case. 

MCKD-THT in Figure 5.2(b) is able to recognize the first five harmonics, but it has a lower 

SNR with comparison of Figure 5.2(d), or the GTKA technique is efficient to improve SNR. 

The comparison between Figure 5.2(c) and 5.2(d), shows that MCKD denoising filter can 

effectively lower random noise level, and improve SNR and faulty feature extraction ability. 
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Figure 5.2: Comparison of processing results of a bearing in healthy condition using the techniques of: (a) 

MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. Arrows specify characteristic frequency fH = 25 

Hz and its harmonics.  

2) Outer-Race Bearing Fault Detection 

In this test, a bearing with outer-race fault is installed and tested. With rf = 25Hz, the 

characteristic frequency is 75.75ODf Hz. Figure 5.3 illustrates the processing results using 

the related techniques. In the proposed GTKA technique, the optimal lag parameter k = 132. 

The MCKD filter has parameters of length L = 100 and period T = 132. In this case, all of the 

related techniques can recognize the occurrence of the bearing, because the features caused 

by outer race defect are periodic and are relatively easy to detect. On the other hand, the 

proposed MCK-GTKA technique in Figure 5.3(d) can still provide a higher SNR and 

resolution in features extraction. 
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Figure 5.3: Comparison of processing results of a bearing with outer-race fault using the techniques of: (a) 

MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. Arrows specify characteristic frequency fod = 

75.75 Hz, and its harmonics. 

3) Inner-Race Fault Detection 

Figure 5.4 shows the processing results for a bearing with an inner-race defect. In this 

case, with rf = 25Hz, the characteristic fault frequency is 25.123IDf Hz. The optimal lag 

parameter k = 81. The MCKD filter parameters are L = 100 and T = 264. The MCKD-HHT in 

Figure 5.4(a) can recognize the first three harmonics of fault frequency, and performs better 

than MCKD-THT in Figure 5.4(b), due to the efficient TK analysis. Comparing Figure 5.4(b) 

and 5.4(d), it is seen that GTKA outperforms traditional THT in this case. The effectiveness 

of MCKD denoising is verified by comparing Figure 5.4(c) with 5.4(d); the proposed 

MCKD-GTKA method outperforms other methods in this case. 
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Figure 5.4: Comparison of processing results of a bearing with inner-race fault using the techniques of: (a) 

MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. Arrows specify characteristic frequency fid = 

123.35 Hz and its harmonics. 

5.3 Performance Evaluation Using Data Sets Collected using Smart DAQ System 

To further investigate the effectiveness of the proposed eTHT technique, another set of 

tests is undertaken with the same experimental setup but using the developed smart DAQ 

system. The sampling frequency of 20 kHz is used, with a medium load condition (i.e., 1.2 

Nm). The shaft speed is 35rf Hz. The processing results of the same techniques are listed 

below.  

1) Healthy Bearing Condition Monitoring 

Figure 5.5 shows the processing results for a healthy bearing testing. In this case, the 

characteristic frequency is 35Hf Hz. The optimal lag parameter k = 286. The MCKD filter 

parameters are L = 30 and T = 571. It is seen that the proposed MCKD-GTKA technique in 

Figure 5.5(d) provides the best processing results, compared with other related techniques. 

Comparing Figure 5.5(b) and 5.5(d), it can be seen that the GTKA has a better feature 

extraction capability than traditional THT method. The effectiveness of MCKD denoising 

process is verified by the comparison between the GTKA (Figure 5.5(c)) and the proposed 
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MCKD-GTKA.(Figure 5.5(d)).   
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Figure 5.5: Comparison of processing results of a bearing in healthy condition using the techniques of: (a) 

MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fH =35 Hz. Arrows specify characteristic 

frequency and its harmonics. 

2) Outer-Race Fault Detection 

 Figure 5.6 shows the processing results for a bearing with outer-race fault. The 

characteristic frequency is 05.106ODf Hz in this case. The optimal lag parameter is k = 94. 

The MCKD filter parameters are length L = 100 and period T = 189. Similarly, although each 

technique can predict the outer race defect, which is time-invariant in nature, the proposed 

eTHT technique in Figure 5.6(d) can provide better performance than other techniques with 

better resolution due to its efficient denoising filtering processing. 
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Figure 5.6: Comparison of processing results of a bearing with outer-race fault using the techniques of: (a) 

MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fod =106.05 Hz. Arrows specify characteristic 

frequency and its harmonics. 

3) Inner-Race Fault Detection 

Figure 5.7 shows the processing results for a bearing with an inner-race fault. The 

characteristic frequency is 55.172IDf Hz. The optimal lag parameter is k = 58, and MCKD 

filter parameters are L = 100 and T = 116. The MCKD-GTKA in Figure 5.7(d) outperforms 

MCKD-HHT in Figure 5.7(a) as well as MCKD-THT in Figure 5.7(b), due to its more 

efficient eHHT processing. The effectiveness of MCKD denoising process is proved by the 

comparison between Figure 5.7(c) and 5.7(d), which can improve the SNR and enhance fault 

detection accuracy. 
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Figure 5.7: Comparison of processing results of a bearing with inner-race fault using the techniques of: (a) 

MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fid = 172.55 Hz Arrows specify characteristic 

frequency and its harmonics. 

5.4 Robustness Testing 

To investigate the robustness of the proposed eTHT technique under different load 

conditions, extra datasets are used from a different experiment setup at Case Western Reserve 

University (CWRU) Bearing Data Center [79]. As shown in Figure 5.8, the drive end bearing 

model is 6205-2RS JEM SKF (deep groove ball bearing from SKF) [80]. This bearing has the 

following parameters:  

Rolling elements Z: 8, 

Rolling element diameter d: 7.94 mm, 

Pitch diameter D: 39.04 mm, 

Contact angle  : 0 degree. 

The apparatus is driven by a 2-hp motor on the left. It has a torque transducer and a 

dynamometer for load. The vibration data was recorded for motor loads of 0 ~ 3 HP. A set of 

typical processing results with a motor speed ranges from 1797 rpm to 1720 rpm are used for 

evaluation.  
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Figure 5.8: CWRU Bearing fault diagnosis experiment setup [79]: (1) drive motor, (2) tested bearing, (3) load 

motor. 

Table 5.2 summarizes the characteristic frequencies in terms of shaft speed rf  for the 

tested bearing with different health conditions.  

Table 5.2: Bearing fault frequencies for the online data center experiment setup 

Bearing condition Shaft Speed rf  

Healthy bearing 
rH ff   

Outer-race fault 
rOD ff  5848.3  

Inner-race fault 
rID ff  4152.5  

Rolling element fault 
rOD ff  7135.4  

In this experiment, four bearing health conditions are considered for testing: Healthy 

bearing, bearing with outer race fault, bearing with inner race fault, and bearing with rolling 

element defect. Three different bearing load conditions are considered for evaluation: no load 

(0 HP), medium-load (2 HP), and heavy-load (3 HP), where no load condition testing and 

diagnosis is important in repair and maintenance operations.  
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1) Healthy Bearing Condition Monitoring 

Firstly, a healthy bearing is tested. Figure 5.9 shows the processing results under a 

medium load condition, with the characteristic frequency Hf 29.17 Hz (the optimal lag k = 

205, MCKD filter length L = 30 and period T = 411).  
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Figure 5.9: Processing results using the related techniques for a healthy bearing under medium load conditions: 

(a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fH =29.17 Hz. Arrows specify characteristic 

frequency and its harmonics. 

From Figure 5.9(d), it is seen that the proposed eTHT technique can provide a little better 

diagnostic results than other related techniques due to its efficient MCKD denoising and 

GTKA spectrum analysis. 

2) Outer-Race Fault Detection 

 In this testing, three load conditions are tested under similar (but a little different) speed 

conditions. Figure 5.10 shows the processing results for a bearing under no load condition, 

with the characteristic frequency of 36.107ODf  Hz (the optimal lag k = 56, MCKD filter 

length L = 100 and period T = 113).  Figure 5.11 shows the processing results under a 

medium load condition, with the characteristic frequency is ODf 104.56 Hz (the optimal lag 

k = 57, MCKD filter length L = 100 and period T = 115). Figure 5.12 shows the processing 
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results under a heavy load condition, with the characteristic frequency being ODf 103.36 Hz 

(the optimal lag k = 58, MCKD filter length L = 100 and period T = 116).      
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Figure 5.10: Processing results using the related techniques for a bearing with an outer race fault under no load 

conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fod =107.36 Hz. Arrows specify 

characteristic frequency and its harmonics. 
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Figure 5.11: Processing results using the related techniques for a bearing with an outer race fault under medium 

load conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fod =103.36 Hz. Arrows 

specify characteristic frequency and its harmonics. 
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Figure 5.12: Processing results using the related techniques for a bearing with an outer race fault under heavy 

load conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fod =107.36 Hz. Arrows 

specify characteristic frequency and its harmonics. 

From the above results corresponding to a bearing with an outer race damage under 

different load conditions, it is seen that although it is relatively easy to predict bearing fault if 

defect occurs on the fixed outer race, as the fault features are periodic and time-invariant, the 

proposed eTHT technique can provide better performance under different load conditions, 

with a better resolution due to its efficient GTKA processing.  

3) Inner-Race Fault Detection 

Figure 5.13 shows the processing results for the tested bearing with an inner race defect, 

under no load condition with the characteristic frequency being 19.162IDf Hz (the optimal 

lag k = 37, MCKD filter length L = 100 and period T = 74). Figure 5.14 shows the processing 

results for the tested bearing with an inner race defect, under medium condition with the 

characteristic frequency of IDf 157.94Hz (the optimal lag k = 38, MCKD filter length L = 

100 and period T = 76). Figure 5.15 shows the processing results for the tested bearing with 

an inner race defect, under heavy condition with the characteristic frequency of IDf 156.14 

Hz (the optimal lag k = 38, MCKD filter length L = 100 and period T = 77). 
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Figure 5.13: Processing results using the related techniques for a bearing with an inner race fault under no load 

conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, d) MCKD-GTKA. fid = 162.19 Hz. Arrows specify 

characteristic frequency and its harmonics. 
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Figure 5.14: Processing results using the related techniques for a bearing with an inner race fault under medium 

load conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fid = 157.94 Hz. Arrows 

specify characteristic frequency and its harmonics. 
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Figure 5.15: Processing results using the related techniques for a bearing with an inner race fault under heavy 

load conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. fid = 156.14 Hz. Arrows 

specify characteristic frequency and its harmonics. 

From the above results corresponding to a bearing with inner race damage under 

different load conditions, it is seen that all the spectrums can show several harmonic peaks of 

the inner race fault frequency. In addition, the inner race fault defects generate a sideband 

frequencies spaced below and above the bearing defect frequencies. Usually, these sidebands 

will be spaced at around 1 rpm and the amplitudes of the specified defect frequencies are 

rarely very high. This problem is well addressed by the proposed eTHT technique that it can 

provide better performance under different load conditions, with a higher SNR and higher 

amplitudes of the specified defect frequencies. Therefore, the proposed eTHT technique 

outperforms other technique for inner race fault detection under different load conditions. 

4) Rolling Element Fault Detection 

Next a bearing with a simulated defect (with a dimension of 0.021 inches) in a rolling 

element is tested. Figure 5.16 shows the processing results using the related technique under 

no load condition with the characteristic frequency 17.141RDf Hz (lag parameter k = 42, 

MCKD filter length L =100 and period T = 85). Figure 5.17 shows the processing results for 

the tested bearing under medium load condition, with the characteristic frequency 
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RDf 137.48Hz (lag k = 44, MCKD, L = 100, T = 87). Figure 5.18 shows the processing 

results for the tested bearing under heavy load condition, with the characteristic frequency 

RDf  135.9Hz (with the optimal lag k = 44, MCKD filter L = 100 and period T = 788).  
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Figure 5.16: Processing results using the related techniques for a bearing with a ball fault under no load 

conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. frd = 141.17 Hz. Arrows specify 

characteristic frequency and its harmonics. 
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Figure 5.17: Processing results using the related techniques for a bearing with a ball fault under medium load 

conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. frd = 137.48 Hz. Arrows specify 

characteristic frequency and its harmonics. 
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Figure 5.18: Processing results using the related techniques for a bearing with ball fault under heavy load 

conditions: (a) MCKD-HHT, (b) MCKD-THT, (c) GTKA, (d) MCKD-GTKA. frd = 135.9 Hz. Arrows specify 

characteristic frequency and its harmonics. 

From the above results corresponding to a bearing with ball element fault damage under 

different load conditions, it is seen that it is difficult for these methods to detect ball element 

fault. Similar to inner race, rolling element bearing defects will be accompanied by sideband 

frequencies spaced below and above the bearing defect frequencies. The amplitudes of the 

specified defect frequencies are very low which make it difficult for features extraction. 

However, it is found in Figure 5.17 that the proposed eTHT technique can successfully detect 

the third harmonic of defect frequency due to the effectiveness of proposed GTKA method. 
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Chapter 6  

Conclusions and Future Work 

6.1 Conclusions 

Rolling element bearings are commonly used in rotating machinery, while most 

machinery imperfections are related to bearing defects. reliable techniques and monitoring 

system for bearing fault diagnostics are critically needed in industries, that can help recognize 

a bearing defect at its early stage to prevent the machinery performance degradation and 

malfunction. Although many signal processing techniques have been proposed in the 

literature for bearing fault detection, each technique has its own strength and limitation and 

can be used for bearing fault detection under specific dynamics conditions. Reliable real-time 

bearing health condition monitoring is still a challenge task in this research and development 

field. The first reason is related to DAQ limitations, and second reason is related to the 

robustness of bearing fault detections. The objective of this work is to develop a new bearing 

health condition monitoring system for more reliable bearing fault detection in real-time. 

Firstly, a ZigBee wireless DAQ system has been developed for data acquisition. New 

programs have been developed for auto DAQ and power-saving. An interface program has 

been improved to properly implement and control data pre-processing and other DAQ 

functions. The system with two sensor nodes has been developed with improved function 

execution timing and system. 

Secondly, a WiFi DAQ system has been studied and improved. The capability of the 

ESP32-S2 has been investigated and used in this work. An SPI communication protocol has 

been programmed and implemented. 

Thirdly, a new enhanced Teager-Huang transform technique, eTHT in short, has been 

proposed for bearing fault detection. The eTHT takes several processing procedures. First, the 

EMD is applied to decompose the denoised the signal into several IMFs with different 

frequency components. Second, a reference IMF is selected for each bearing health 
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conditions by applying spectrum analysis. Third, a constructed characteristic relation function 

with the reference IMF is proposed for fault features composition. Then a denoising filter is 

applied to improve the signal to noise ratio. The spectrum average is used to reduce the 

random noise and extract the characteristic fault features for bearing fault detection. 

The effectiveness of the proposed eTHT technique is verified by comparing its 

performance with other related techniques. The test results show that MCKD can properly 

denoise the signal and highlight the fault-related signatures for bearing health condition 

monitoring. The eTHT technique outperforms other related techniques by effectively 

improving the signal-to-noise ratio and highlighting the fault-related signatures. The 

robustness of the proposed eTHT technique is verified by tests using datasets from a different 

test apparatus (online data). The results show that the proposed eTHT technique is an 

efficient signal processing technique for bearing fault detection. The proposed eTHT 

technique has potential to be used for bearing fault detection in real industrial monitoring 

applications. 

6.2 Future Work 

The following advanced R&D work will be undertaken in the future: 

 (1) The WiFi DAQ system will be improved for more efficient power saving design and 

applications.  

 (2) Due to the pandemic, the experimental tests corresponding to rolling element fault 

have not been undertaken in this research. In the future, the performance of the proposed 

eTHT technique on ball element fault will be investigated. 

 (3) The proposed eTHT technique will be implemented for bearing fault detection in 

water pump stations in the Bare Point Water Treatment Plant in Thunder Bay, Ontario.  

 (4) Advanced research will be undertaken to optimize filter parameters and improve its 

robustness in general signal processing applications.  
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